Gleipnir Guidewire R =m0

Shackle
*GLEIPNIR

Easy and safe guiding of steel wire, fibre rope, cables, etc.

Roller and pin in stainless steel.

Self-lubricated sliding bearings (no need for external greasing)

Easy rigging and handling
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Guidewire Shackle

Product Range

Type A Shackle
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Type B Shackle
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Art. No Shackle size  Wire size a b C Weight (kg) Shackle type
03353 4,75T @15-@19 92 88 163 4 A
03355 4,75T ©20-024 92 88 163 4 A
06264 8,6T ?26-932 115 83 195 8 B
07674 8,5T P26-932 125 115 210 9 A
06252 8,6T @34-¢40 115 83 195 8 B
07676 8,5T $34-940 125 115 210 9 A
06269 8,6T $42-¢50 118 83 195 7 B
07678 8,5T ©42-¢50 128 115 210 8 A
06272 15,57 @52-960 155 115 278 18 B
07680 16T ?52-¢60 193 159 270 17 A
06277 15,5T 962-71 155 115 278 18 B
07682 16T ?62-¢71 193 159 270 17 A
03340 25T @72-982 225 175 319 29 A
03345 25T P84-996 227 175 319 28 A
03348 30T @98-9109 249 207 356 41 A
06327 30T $111-¢121 249 207 356 38 A

Other design/loads available upon request.
Third party certification available upon request.
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